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Construction
Conductor Material : Tinned Copper, 16(19)awg
Pair Insulation Material : Low Smoke Halogen Free (LSHF)
Number of Pairs : 1
Sheath Material : Low Smoke Halogen Free (LSHF)
Sheath Colour : Grey
Core Identification : Black & White
Alternative to Belden : 8471

Electrical Characteristics
Nominal Conductor Resistance @20°C : < 14.6 Ω/km 
Capacitance Core to core : 53 pF/m Nom.
Voltage Rating : 450/750 V Applies to CE marked FSC branded stock only
Test Voltage : 2.5 kV for 5 minutes

Physical Characteristics
Overall Diameter : 7.0mm Nom.
Min. Bend Radius : 10 x OD
Temperature Rating : -30°C to +70°C
Weight : 56 kg/km

Standards
Flame Retardant : BS EN 60332-1-2
Low Smoke Generation : BS EN 61034-2

Halogen Gas Emission : BS EN 60754-1&2

RoHS Compliant : Yes
UV & Weather Resistant : ISO 4892-3
CE Compliant : LVD (2014/35/EU), CPR (305/2011)
CPR Classification : B2ca s1a, d1, a1 (EN50575:2014+A1:2016)
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Information and images on this techincal datasheet are intended for guidance only and products may vary 
due to manufacturing changes, technical improvements and commercial factors. We reserve the right to 
amend the product information without notice or liability.


